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ABSTRACT

A commercially available microwave oven was used to sinter ultrafine alumina

powders (0.02 -0.05 um particle size) with and without CaO sintering aid. The oven was

modified by inserting a thermocouple probe through the bottom housing, and thoroughly

insulating the interior with insulating material. The oven was placed in a glove box and

filled with argon to prevent degradation of the thermocouple, and oxidation of the

powdered graphite susceptor. Heating rates of 50 - 75 Deg C/sec with a maximum

temperature of 1575 Deg C were obtained. Limited success in sintering of the powder

compacts was achieved in this preliminary effort. The microstructures of the sintered

products were examined by scanning electron microscopy. It was concluded that further

work is necessary to develop this technique into one which can be used for the routine

sintering of fine powdered ceramic material. A review of the literature on microwave

sintering of ceramic powders is also reported.
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I. INTRODUCTION

The word "ceramic" is derived from the Greek word

"keramikos" meaning "burnt stuff". The Greeks understood that

the necessary material properties of ceramics were

conventionally achieved during "firing", a high temperature

heat treatment operation utilizing ovens and furnaces known as

"kilns" [Ref. Cl].

Traditional ceramics, as they are more popularily known,

were materials of a clay type mineral composed of a layered

structure of hydrated aluminosilicates, like kaolinite

[AL 2 (Si 2O5 ) (OH) 4 ], used in cement constructions, pottery,

china-wear, and bricks [Ref. Rl]. Other types of ceramics

include glasses, refractories, and abrasives (see Fig. 1).

However, in recent decades a revolution in materials

engineering has ushered in a new generation of ceramics.

These advanced ceramics require highly controlled chemical

compositions, rnicrostructure, and innovative fabrication

techniques. Advanced ceramics now include machined high

temperature engine parts, ceramic armor plating, prosthetics,

superconducting wire, and electronic packaging [Ref. (I].

Advanced ceramic materials are comprised of oxide

ceramics, like alumina (AIO-0) and zirconia (ZrO) , magnetic

ceramics like PbFe1 201,,, nuclear fuels like U02 , and also

nitrides, carbides, and borides like SiN 4, SiC, and TiB2 .
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CUAMIC MATUIALS
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Figure 1: Ceramic materials classification [Ref. C1].

Although a significant portion of the ceramic industry is

still devoted to the manufacturing of traditional ceramics,

especially cements and glasses, a growing segment has becoming

increasingly involved in advanced ceramic structural materials

that exhibit a superior combination of high strength at high

temperatures, high hardness properties, excellent corrosion

and wear resistance, low coefficient of friction and low mass

density.

To accompany these advances in material properties, must

come advances in material processing, which include methods of

heat treatment. Microwave thermal processing could possibly

offer a more efficient alternative to conventional heating

2



with the cidditional benefit of improved mechanical properties.

Microwave heating is a fundamentally different process from

conventional rJiant element techniques. In conventional

heating tb-. surface of the material is first heated by a

combination of radiation and convection following which, the

interior is heated by thermal conduction, as shown in Figure

2. In microwave heating, power is deposited directly into the

material, the ambient air remains relatively cooler than the

body, resulting in the development of an inverse temperature

profile (see Fig. 3), thus creating a hotter interior than the

surface. The characteristics of the profile are dependent

upon many factors such as power level, electric field

intensity and material properties including lossiness, thermal

and electrical conductivity, etc. iRef. B4). Understanding

the roles played by these factors and thus control over the

temperature profile, is the thrust of current microwave

research applications.

3
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Figure 2: Conventional heating as compared to microwave
heating [Ref. $4].
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Figure 3: Temperature profiles for conventional and
microwave heating [Ref. J3] .
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II. CERAMIC POWDER PROCESSING

Most ceramic processing starts with fine powder. Material

in a powdered form facilitates the fabrication of complex

shapes due in part to its packing properties.

Ceramic powder processing begins with the selection of one

or more ceramic powders. Additives, to enhance the

fabrication processing or assist the sintering mechanism, may

be combined with the powder and then mechanically or

chemically processed to achieve proper particle size

distribution and proper mixing. The mixture is then formed

into its desired shape and finally densified through heat

treatment applications.

A. POWDER SELECTION

The selection criteria of raw starting materials is of

immense importance for optimizing the final product and must

include purity, particle size distribution, reactivity, and

polymorphic form as a consideration [Ref. R2].

1. Purity

Purity appreciably affects the advanced mechanical,

electrical, optical, or magnetic properties desired. If

improved structural properties are sought, purity affects the

strength, fracture toughness, and oxidation resistance of the

component. Impurities, such as relatively large inclusions,

5



may act as stress concentrators to diminish a product's

tensile strength.

2. Particle Size Distribution

A wide particle size distribution range minimizes the

fraction of void space by allowing voids, left by larger

particles, to be filled in with smaller particles thus

attaining the maximum initial particle packing and uniformity.

This will result in minimum shrinkage, low porosity and

consistent properties in the final product.

3. Reactivity

Small particles have high surface areas and high free

surface energy. The free surface energy is lowered when

particles fuse together to form a larger consolidated mass.

Thus, lowering the free surface energy is the essential

thermodynamic driving force for densification at elevated

temperatures. Consequently, the smaller the particle, the

greater the pctential driving force, and the lower the

required sinte. :n-n temperatures and sintering times. Extended

times at elevated temperatures allow grains to grow,

diminishing mec:ianical strength.

4. Polymorphic Form

Many ceramic powders exist in different polymorphic

forms, i.e., alpha and beta SiC. One form may be more

advantageous for certain processing techniques than another,

for example, a-Si3 N4 versus P-SiN 4 in hot pressing [Ref. R11.
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B. PROCESSING ADDITIVES

Once the proper selection of powders has been made they

are usually combined with liquids, and special additives known

as processing aides. These processing aids include binders,

lubricants and plasticizers [Ref. R2].

1. Binder

Binders, like polyvinyl alcohol (PVA), and polyvinyl

butyral (PVB) are used to provide sufficient strength for

handling compacted samples.

2. Lubricant

Lubricants, like zinc stearate and naphthenic acid,

are used to decrease interparticle friction as well as tool-

die friction during compaction.

3. Plasticizer

Plasticizers, like polyethylene glycol (PEG) and

glycerol, promote rheological properties and allow for plastic

deformation of the granules. This is especially important for

fabricating complicated shapes.

4. Special Additives

Special additives include sintering aides, and grain

growth inhibitors. Sintering aids, like CaO and LiF, activate

the densification process. Grain growth inhibitors, like MgO

in A1201 processing, limit the size of grain enlargement.

7



C. POWDER SIZING

The processing of the raw materials to obtain optimum

particle size distribution starts with powder sizing. The

appropriate powder sizing technique required to prepare the

raw materials is fully dependent upon the desired final

product. These raw materials can be mechanically or

chemically processed. Chemical sizing methods, which minimize

contamination and result in better control of the particle

size distribution, include precipitation, freeze drying, and

sol-gel processing. Mechanical sizing methods, which are

simpler and inexpensive, include screening, classifying,

elutriation, various milling techniques, etc.

Milling is used when screening, classifying, and

elutriation techniques are inadequate to achieve a proper

distribution, or a reduction in particle size is required.

Ball mills consist of a axially rotating cylinder containing

the powder, processing additives, and hardened spheroids or

rods as a grinding media. Ball milling can be performed

either wet or dry as long as the powder is free flowing. The

rate of milling is dependent upon the hardness of the grinding

media, and the initial size and specific gravity of the

particles. Ball milling produces a broad particle size

distribution with an average reduction of particle size to

under 5plm [Ref. R2].
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D. PRECONSOLIDATION

cERAMIC FABIMCATION TBCHNIS

CAUS IORVING PARInCUTE IG CEMEM AM ON

I I IP•OWDER IPRESING HYRRSI 1•MN SUP CASTING

HOT UNIAXIAL ISOSTATIC

DRYING

FaRNG

Figure 4: Ceramic fabrication techniques [Ref. C1].

Once the powder has been properly selected, sized, and

processed, it is ready for pressing or preconsolidation. The

processed powders are dried to remove most of the residual

processing liquids. The powders are then formulated into

their desired shape by either powder pressing, hydroplastic

9



forming, or slip casting (see Fig. 4). In the pressing

technique, the dried powder is pressed in a punch and die

assembly to produce an unfired compact material known as a

green body.

There are three methods of powder pressing; uniaxial,

isostatic, and a modified process that combines

preconsolidation and heat treatment known as hot pressing

[Ref. C1].

1. Uniaxial Pressing

Figure 5: Uniaxial pressure technique in industry
[Ref. Cl].

Uniaxial pressing is restricted to simple shapes but

can be rapidly and inexpensively reproduced. Here, the

processed powder is compacted in a punch and die assembly by

a single force in the axial direction. Figures 5 and 6 show

10



......... . .....

Figure 6: [:essure variations in uniaxial pressing
[Fef. Cl1.

a uniaxial piessute technique applied in high speed production

and the resulting pressure variations due to inter-particle

and tool-die friction in both small and large sample sizes.

A more uniform packing result from smaller sized samples.
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2. Isostatic Pressing

In isostatic pressing much more complicated shapes are

possible but production rate is slow. In this case, the

processed powder is contained in a liquid tight rubber mold,

then placed in a thick walled steel pressure vessel.

Hydrostatic pressure is utilized to distribute force equally

in all directions.

3. Hot Pressing

Under hot pressing, powder compaction and heating are

conducted together at elevated temperatures. This is an

expensive and time consumming method of fabrication, but high

densities with limited grain growth can be achieved. It is a

practical procedure for materials that require extremely high

temperatures before forming a liquid phase.

R. REAT TR NTINT

The green product undergoes consolidation in three stages

of heat treatments; binder burn-out, sintering, and cool down,

before arriving at the final sintered product [Ref. RI].

1. Binder Burn-out

This is the first stage during which binder is

eliminated along with decomposition gases. Binders may be an

organic or inorganic additive. If it is inorganic it remains

in the final product. A binder material which is an organic

compound will leave a carbon residue and if not completely

12



burned-off may cause undesirable localized chemical reactions

or crack formations in the sintered product.

2. Sintering

Table I: SINTERING CLASSIFICATIONS AND TRANSPORT
MECHANISMS [Ref. CI].

Type of Material tansport
sintering mnechanism Driving energy

Vapor phase Evaporation-condensation Differences in vapor
pressure

Solid state Diffusion Difference in free energy
or chemical potential

Liquid phase Viscous flow, diffusion Capillary pressure, sur-
face tension

Reactive liquid Visoous (low, solution- Capillary pressure, sur-
precipitation face tension

In the sintering stage, there is a reduction in

porosity accompanied by a shrinkage in dimensions contributing

to an improvement in material integrity. The removal of

porosity in the green product involves a chemical bonding

between adjacent particles and a subsequent increase in

density and material strength. Sintering is divided into four

classifications, but each requires a mechanism for mass

13



transport and energy to initiate and sustain the transport

mechanism (see Table I) [Ref. RI].

Nae

Pore .. min boundaY

(b)

Figure 7: Powder sintering steps. (a) Powder after
compaction. (b) Sintering begins and poreforms.
(c) Sintering continues with a corresponding
decrease in pore size [Ref. Cl].

Solid-state sintering is conducted below the melting

temperature of the material, and a liquid-phase is not

normally present [Ref. Cl]. The mechanism of material

transport is diffusion, and the thermodynamic driving force is

the difference in free-energy between the free surfaces of the

particles and the bonding regions between adjacent particles.

Figure 7 shows the steps in solid state sintering. By the

addition of CaO as a sintering aid, some liguid phase

14



sintering occurs between adjacent particles which facilitates

the sintering process.

3. Cooling

The last step in the heat treatment process is cooling

of the densified product. Cooling rates must be carefully

controlled to reduce stress cracks resulting from severe

thermal gradients between the hot interior and the relatively

cooler surface. After cooling the product is finally ready for

machining and quality inspection.

15



III. MICROWAVE PROCESSINkj

A. WHY MICROWAVE PROCESSING?

Initially, microwave heating served as a more efficient

method of converting electrical energy to thermal energy as

compared to conventional heating. Other important benefits,

like uniform volumetric heat distribution, and extremely high

and rapid temperature rate increases, are directly associated

with the rapid conversion of electromagnetic energy to thermal

energy that is characteristic of microwave heating. Microwave

sintering offers advantages over conventional methods that

fall primarily into two categories, improved mechanical

properties and increased efficiency.

1. Improved Mechanical Properties

The prospect of improved mechanical properties through

microwave sintering is based on a rapid uniform volumetric

heating process [Refs. M2 and B4]. This is expected to

minimize residual thermal stresses and crack formation during

sintering thus allowing for fabrications of larger samples

with more complicated shapes. Conventional radiant element

heat treatment techniques rely on energy heating the surface

of the ceramic component by a combination of radiation and

convection, from there it is thermally conducted towards the

cooler interior of the component. Since most ceramic

16
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Figure 8: Conventional drying profile [Ref. B1].

materials are excellent thermal insulators, the rate at which

heat energy penetrates a large mass can be very slow, leading

to severe temperature gradients. Temperature gradients will

continue to exist until thermal equilibrium is achieved

between adjacent parts [Ref. Kl]. As a consequence of thermal

expansion and the brittle nature of ceramics, this can result

in the surface expanding more than the center, leading

eventually to crack formation. Heating rates using

conventional methods are therefore severly limited, to less

than 5-10 Deg C/min [Ref. B2]. Control of the temperature

profile during microwave sintering to improve temperature

uniformity across the entire ceramic (see Figs. 8 and 9) can

17
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Figure 9: Microwave drying profile [Ref. BI].

allow much higher heating rates with diminished differential

expansion [Ref. M2]. Cooling can present similar problems to

heating. In -hiv- case, the surface of the material contracts

faster than -he :nterior and the component undergoes tensile

stresses. S:nce ceramic materials are weak in tension, this

often restrict-- cooling rates to as little as 3-5 Deg C/min to

avoid thermal stresses [Ref. B2] . However, again by

controlling the temperature profile during the cooling stage,

a slightly faster cooling rate is acceptable.

Another potential advantage, obtainable with microwave

heating, is the possibility of sintering ceramics from the

inside out [Refs. B3 and B4]. Consider two cases, a

18



processing condition where the sintering of a ceramic body

requires maintaining a particular atmosphere in contact with

every powder particle, or the removal of entrapped gas. With

conventional sintering the first region to densify is the

surface of the component where the temperature is hottest.

The result is the closing of surface passages needed to allow

the desired atmosphere to remain in contact with the interior

portion or preventing entrapped undesirable gases to escape.

Inferior properties would result since the solution selected

either involves deliberately leaving open porosity through the

body or allowing entrapped gases to remain and cluster into

pockets. Both severely reduce mechanical strength and

integrity. By controlling the inverse temperature profile it

may be possible to cause the ceramic to sinter from the inside

out, thus eliminating the need to terminate the sintering

process while open porosity still exists, or in the case of

entrapped gas, leaving pockets of gas enclosed in the product.

Since the absorption of microwave energy appears to

vary with the composition and structure of different phases,

selective heating is possible creating structures with useful

and unusual properties [Ref. B4]. Dielectric properties of

individual ceramic phases differ depending on parameters such

as compositicn, microstructure, etc. A ceramic containing

multiple phases is expected to behave in a non-homogeneous

manne- in a microwave field. For example, silicon carbide

particles will heat faster than an alumina matrix [Ref. Wl].

19



A theory that applies to all rapid sintering

techniques predicts that microwave sintering of ceramics and

composites, with the associated reduction in processing time

and temperature will result in higher sintering rates, higher

diffusion rates, and finer grained microstructure. Microwave

processing can also lead to a uniform temperature distribution

resulting in uniform shrinkage during sintering and thus a

more uniform microstructure [Ref. Kl].

2. increased Efficiency

The assumption of higher efficiency is also based on

the rapid volumetric heating effect of microwaves. Since

microwaves penetrate the dielectric with absorption and heat

generation throughout the material, the heating process is

much more efficient, possibly as high as 80-90%. Direct

volumetric heating of the work piece is expected to result in

less expensive heating due to the anticipated use of less

energy, less insulation, and the absence of furnace parts such

as heating elements and extensive structural housing.

Additionally anticipated savings arise from the speed of

microwave heating, which can be a hundred times faster than

conventional heating. While cool down times remain the same,

substantial energy savings would result from the extremely

rapid heat-up rates. Rapid heat-up rates would lead to

significantly lower processing times and larger output rates

and consequently more efficient usage of capital equipment.

20



Cost accounting estimates concerning the benefits of microwave

applications predict annual operating cost reductions of 20-

30%, with energy usage reductions of greater than 50% [Ref.

C21. Other benefits include higher throughput rates, higher

quality, and higher product reliability [Ref. C21. Table II

Table II: ADVANTAGES OF MICROWAVE PROCESSING OVER

CONVENTIONAL METHODS [Ref. S4 1.
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summarizes some of the advantages of microwave processing over

convent ional methods.

Thus, the primary reason for the growth in using

microwaves to process ceramic materials as opposed to

conventional ovens are the rapid internal, uniform, and

volumetric heat generation leading to improved material
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quality and mechanical properties, and the reduction in cost,

time, and energy.

B. MICROWAVE RADIATION

I I k~~IL A.J7SIMin i

1 10 100 10 1i,0 lO"101014 10%
(f) * MHz Nib MZW k aft UkZ CftofMF W I -m I : NF I -M: ! I

1000 M10M 10 m 1m 10 cm 1cm 1mm

Figure 10: The electromagnetic spectrum showing the
microwave band [Ref. S2].

A discussion of microwave radiation must begin with the

electromagnetic spectrum. The range of microwave energy is

the portion from 300 MHz to 300 GHz with corresponding

wavelengths of 1 m to 1 mm [Ref. B5]. This range falls

between radiowaves and visible light on the electromagnetic

spectrum (see Fig. 10). To prevent interference with

telecommunications, defense, and maritime operations, several

distinct bands have been allocated for, Industrial, Scientific

and Medical (ISM) purposes, the frequency range utilized for

microwave heating falls between 400 MHz to 40 GHz (see Table
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Table III: MICROWAVE FRWUNCXIS ALLOCATED FOR IBM USAGE
(Ref. D1.

Frequency Frequency Area oermitt1d
191z 1tolerance

433.92 0.2% Austria, Netherlands. Po-tugal. Switzerland,West Geruny, Yugoslavia.

896 10 M1z Great Britain.

915 13 MHz North and South America.

2375 50 MHz Albania, Bulgaria, Czechoslovakia, Hungary.
Rumania. USSR.

2450 50 MHz Worldwide except where 2375 MHz is used.

3390 O.G6 Netherlands.

5800 7S ltz Worldwide.

6780 0.6Z Metharlands.

241SO 125 M4z Worldwide.

40680 Great Britain.

III). The principal frequencies used, where manufactured

equipment is easily available are 433 MHz, 915 MHz, and 2.45

GHz [Ref. B1]. Microwaves behave similarly to other forms of

electromagnetic radiation and possess the characteristics of

any electromagnetic propagation, for example, wavelength,

frequency, magnitude, straight line propagation, and point to

point energy transfer. Like radiowaves, they are generated at

a source, transmitted, absorbed by some materials and

reflected by others.
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1. Microwave Generation

Microwaves can be generated from electron tubes,

magnetrons, klystrons or gyrotrons. Klystrons and gyrotrons

have greater power and efficiency, but require an extensive

external means of cooling. For most industrial purposes, and

domestic applications, the continuous wave magnetron is

employed because of its simple construction, low production

cost, and reliability [Ref. P2].

2. Microwave Transmission

Below 500 MHz radio frequency signals can be

transmitted through conventional wires. At microwave

frequencies, above 500 MHz, wired circuits cannot efficiently

transfer power. Waveguides serve as a conduit to transfer

power from the source to the applicator, the cavity containing

the material to be heated [Ref. YlI. Microwaves propagate

through the waveguide in a zig-zag fashion, repeatedly being

reflected off the surrounding walls. Waveguides are usually

constructed with high conductivity copper to minimize power

transmission losses. Waveguide dimensions depend on the

operating frequency and are carefully designed to eliminate

arcing and minimize power reflections back to the source and

generally have rectangular or circular cross-sections [Ref.

Kl].
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3. Microwave Absorption and Reflection

With the development of radar transmission, it was

discovered that some materials reflect electromagnetic

radiation while others absorb them. A discussion of microwave

absorption and reflection properties must begin with the

fundamentals of the interaction of electromagnetic fields with

dielectrics.

C. MICROWAVE-DIELECTRIC INTERACTION

Certain materials, i.e., insulators, increase in

temperature when subjected to high frequency electromagnetic

waves. This increase in temperature is caused by a transfer

of energy from the microwave frequency radiation to the

dielectric by primarily two physical mechanisms; polarization

and conductive currents.

1. Polarization

When insulating materials are subjected to an electric

field, the electric field induces polarization of charged

particles due to the relative displacement of positive and

negative charges at the molecular or atomic level. Dielectric

heating is a result of the electric field's ability to

polarize the charges in a material, and with increasing

frequency, the inability of the polarization to remain in step

with the rapid oscillations of the sinusoidal electric field.

The resulting polarization field vector P lags the externally

applied electric field, R. The resulting current density J,
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Figure 11: Diagram showing phase relationships between the
electric field, polarization, and current
density [Ref. Bl].

which equals dP/dt, retains a component in phase with the

applied electric field (see Fig. 11). Power, which equals

NdP/dt, is now extracted continuously from the electric field

and is dissipated as heat in the dielectric [Ref. B4].

The incident electromagnetic field produces

electronic, ionic, interfacial, and reorientation polarization

(see Fig. 12).

a. Zlectronic Polarization

Electronic polarization is due to the shift of the

valence electron cloud relative to the nucleus. This

polarization mechanism occurs at very high frequencies (10"'

Hz) in the ultraviolet and optical range.
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Figure 12: Mechanisms of polarization [Ref. VI].

b. Ionic Polarization

Ionic polarization or atomic polarization, is the

displacement of positive and negative ions in the material

with respect to each other. This mechanism occurs in the

infrared frequency range (1012 - 10" Hz).
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C. Interracial Polarization

Interfacial, space-charge, or Maxwell-Wagner

polarization occurs in heterogeneous dielectrics when one

component has a higher conductivity than the other. It is

related to the charge buildup in the interfaces between

components in heterogeneous systems. It is usually associated

with the presence of impurities forming a separate and

somewhat conducting phase. The frequency range for

interfacial polarization, though usually quite low 10-3 Hz may

extend to fairly high frequencies in the kilocycle range 103

Hz.

d. Orientation Polarization

This type of polarization, involves the

perturbation of the thermal vibration of ionic or molecular

dipoles, producing a net dipolar orientation in the direction

of the applied field. Orientation polarization mechanisms can

be divided into two categories. In the first case, molecules

containing a permanent dipole moment may be rotated against an

elastic restoring force about an equilibrium position. The

second mechanism of orientation polarization is an especially

important contribution to the room temperature dielectric

behavior of glasses and ceramics. This type of polarization

occurs largely as a result of the motion of charged ions

between the interstitial positions within the ionic structure

of the material.
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Electronic, ionic, and interfacial polarization

occur primarily outside the microwave frequency range. The

most significant polarization in the microwave frequency range

is orientation polarization and occurs in the frequency range

of 1-10 GHz [Ref. B4]. Orientation polarization is usually

the dominant mode of energy absorption.

2. Conductive Currents

Among all the possible forms of loss mechanisms,

orientation polarization is probably the most significant in

industrial microwave heating applications at frequencies above

1 GHz. There is another type of energy absorption mechanism

that occurs in the radio frequency range and extends to the

lower end of the microwave frequency range (1-1000MHz) . Here,

the applied electzomagnetic field induces conductive current

flow resulting in a resistance heating related to an ohmic

type of energy loss [Ref. B41. This loss is proportional to

the electrical conductivity of the material.

D. MATHEMATICAL CONCEPTS

A mathemr. .ý 1 development of the microwave-dielectric

interaction would be too extensive to cover here. Various

authors including Von Hippel [Ref. Vl] and Metaxes [Ref. M7]

provide thorough coverage of the subject. Only those

mathematical concepts that are frequently encountered in the

reviewed literature will be briefly discussed.
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1. Total Effective Dielectric Logo

The two primary physical energy absorbing or, loss

mechanisms, thru which energy can be transferred to a ceramic

material are orientation polarization and conductive flow

losses.

Mathematically both can be combined in the total

effective dielectric loss factor [Refs. M6 and SI],

"eaff = C + Od/COo (1)

where,

Le~f =total effective dielectric losses

L" orientation losses

ad/(J0o= conductivity losses

(Yd =dielectric conductivity

( = frequency

= permittivity of free space

Both polarization and conductive currcnL flow deposit

power volumetrically into the dielectric sufficiently to raise

the temperature required for sintering, 1400-2000 Deg C,

provided that heat losses from the material are restricted

[Ref. B4].
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Figure 13: Qualitative representation of loss factor
[Ref. M7 ].

The total effective dielectric loss factor determines

how readily a ceramic couples with the incident microwave

field. At a total loss of less than 0.01 and the ceramic is

considered a low-loss dielectric. If the total loss ranges

between 0.05 and 1.0, the ceramic material should encounter no

coupling difficulties. Materials with very large loss

factors, so readily absorb microwave energy that the depth of

penetration of the radiation is very small so that only the

surface of the sample is heated, iesembling conventional

heating [Ref. M6]. Table IV shows the dielectric properties

of various ceramics. Figure 13 shows a qualitative
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Table IV: DIELECTRIC PROPERTIES OF SOME CERAMICS
[Ref. B1].

lvtsa] T p (-field directl•n fruAnMY fmimuim

pmC ohmo -eS

SliconaI1d4e 29 35 107 73.4 60 34.9

1& 0 sic 23-7S 2.3-30 20-40 3-27

*inc oids 25 IGO 11 17 9.5 I0

£1&umint (Al-600) 3.665 25 9 0.056 9 0.063

A1luina (AI-111) 3.676 25 9.1 .0,26
3.475 SM 9.7 0.0?

2 Msa 25 $ 0.04

kvenf altelds 25 3.5 3.10-
25 Ii 4,|lU 0-

str41 il 25 9.5 3.53910"4 ..9 3.5.1e

-We ia Sao 7.1 INi-3 7.09 7.5.0"
4

representation, for most ceramic materials, of how loss factor

varies as a function of temperature, and the critical

temperature, T on the diagram, is where the material readily

couples with the microwave radiation.

An alternative, and more often used expression for

losses is the efective loss tangent which is the ratio of the

total effective loss factor over the relative dielectric

constant.

2. Loss Tangent

A measure of the absorption capability of microwaves

by a material is the effective loss tangent [Ref. SI].
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Left _ ~ __ ( 2)
Tan eff - e + d,(2)

eftf e/ C/' (ji)8'

where,

el = relative dielectric constant

Material type Penetration

TRANSPARENT Total
(Low loss
insulator)

OPAQUE Non.

I (Conductor) (Reflected)

ABSORBER Partial
(Lossy Insulator) to Total

ABSORBER Partial

0 0 (Mixed) to Total
(a) Matrix = low loss insulator
(b) Fiber / purticles I additives =

(absorbing materials)

Figure 14: Materials classification based on microwave
absorption [Ref. S4).

Materials can be divided into three categories

according to their microwave properties (see Fig. 14).

Materials with a very low loss tangent, e.g., fused silica,

allow microwaves to pass through with very little absorption

and are considered trarsparent, non-coupling, or non-absorbing
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to microwaves. Materials with extremely high loss tangents,

e.g., metals, reflect microwave radiation and are considered

opaque to microwave energy. Materials with intermediate loss

tangents, e.g., zirconia and silicon carbide, will readily

absorb or couple with microwave energy [Ref. H3].

0-1 Density 3.03 "3/! I0.009 r FrOeenY ronge: 6

0.00 3IV to 3-8 OHz O . V

0.007- 01.2

ton 6. 0- 6 .- *
000 --- 1 9-

00- 0 9-

0.0021 Or' - 09"0

0001 - Woo - -9.

0 ZiI 5)k

T MC1

Figure 15: The loss tangent and dielectric constant for

alumina as a function of temperature [Ref. BlI].

For many low loss ceramics like alumina, the effective

loss tangent is very low at room temperatures. Above a

critical temperature, approximately 800 - 1000 Deg C for

alumina (see Fig. 15), the loss tangent rises dramatically due

to the increased ionic conductivity at the elevated

temperatures resulting in enhanced coupling to microwave

energy and increased heating [Ref. Si]. From equation 2, the

effective loss tangent decreases with increasing frequency as

shown in Figure 16.
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Figure 16: The effective loss tangent and dielectric

constant for alumina 206 (95% alumina) as a
function of temperature [Ref. BI].

3. Power Dissipation

A useful parameter is an estimate of the amount of

power dissipated into a dielectric with a known effective loss

factor.

For a high frequency electric field,

E = E.xSinw (3)

The polarization vector, P, which is out of phase with

the electric field is then expressed as,

P -- P~sin (wT-4) (4)

where 0 accounts for the phase lag between E and P as shown in

Figure 17. If P and 2 are in phase, 0 is zero and the average

power dissipated into the dielectric is zero.
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Figure 17: Phasor diagram showing the electric field
vector, the polarization vector and the
resulting current density [Ref. M71.

Power dissipated into the dielectric can be expressed

as,

Power =IEM = 1-[sin(2co)coso+(1-cos(2car)sino]S2

(5)

The average power dissipated can be expressed as,

Pav = Em-!EPUXLsin4 = iE•P1 awcOS4o (6)2 2

where coso° is the power factor.
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Using the Pointing vector,p= E X H, and Maxwells

equations [Ref. M6], one can arrive at the power per unit

volume as,

v = Woe //iVms (7)

A low-loss dielectric may require special microwave

cavities or special enhancers to ensure that sufficient power

is dissipated into the material.

Another expression for the average power per unit

volume is,

Pa Qfe"IE12  (8)v

where Q is the Quality Factor of a coupling system. Thus,

high Q factors combined with high electric field strength

produce very high heating rates [Refs. T2 and P1].

An alternative expression for power deposited in a

dielectric subjected to microwave heating is given by the

following formula:

Power = -L = (2fe/) (-) Tan8.ff (9)

where, f = frequency.
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It becomes apparent that the dielectric must have a

large loss tangent and dielectric permittivity to achieve

power absorption or alternatively, a low microwave coupling

material may be assisted with higher frequency and greater

electric field strength [Ref. M6].

4. Heating Rate

The rate of power dissipated and the heat capacity of

the material determines the rate of temperature rise. Power

dissipated results in a temperature rise according to the

following relationship,

- MCP (10)

substituting in for power, equation 7, the heating rate is

obtained [Ref. T2],

8T Wc0 E.EfEE1 S (ii)

Microwave heating is better accomplished with higher

effective loss factor (through the addition of additives and

susceptors that readily couple with the microwave field),

higher field strength, and possibly higher frequency (with the

use of gyrotrons and klystrons).
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Calculating the rate of temperature rise is not

directly obtainable due to difficulties in determining the

power dissipated. The rate of power dissipated is difficult

to calculate for two reasons: first, very often the dielectric

properties of the material being heated are not known as a

function of temperature and density, and second, detailed

information concerning the electric field in the microwave

cavity and in the material being heated are not readily

calculable. Once the material is introduced into a microwave

cavity, it alters the absolute value of the magnitude of the

electric field in the cavity and in the material [Ref. M6].

5. PenetXation Depth

The process of depositing energy into the material, is

limited by the depth of penetration of the electromagnetic

field. As the electromagnetic energy penetrates into the

interior of the material, it attenuates depending on the

effective loss factor, of the material. This amount of

absorption is quantified by the definition of penetration

depth and is the distance into the material at which the

electric field falls l/e or 37% of its initial value [Ref.

M6].

For an incident power, an expression for the

attenuation factor, a is,

39



Q •(ioje~ 1 .11 1 1
= (.)2 2) 2 _ (12)

2 e/

where,

= premeability of free space

= real magnetic loss factor

The inverse of the attenuation factor is the skin

depth, d, [Ref. M6].

d,- 2 _2 (13)

where,

I a = absolute permeability

The depth of penetration, Dp is,

1 _ d. (14)

2

Skin depth is more applicable to induction type

heating where most of the power is dissipated at the surface,

and heat transfer to the interior is by conduction aided by

current density penetration. For microwave heating, power

penetration depth is more applicable.
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Table V: LOSS TANGENTS AND PENETRATION DEPTHS AT VARIOUS
TEMPERATURES FOR HOT PRESSED BORON NITRIDE
[Ref. B11.

T e' tan.

00 4.22 6 x 10- 4  7.

00 4.25 8 x 10-4 5.

00 4.28 20 x 10-4 2.

00 4.35 70 x 10-4 0.

50 4.4 00 x 10-4  0.

For solids, power penetration generally decreases with

increasing temperature as shown in Table V. At frequencies

below 100MHz, power penetration depth for alumina is in the

order of meters. But, at microwave frequencies, penetration

depth is much smalier, and coupled with high loss factors, the

Dp may be ct the order of a few cm, resulting in non-

uniformities :n ýemperature distribution for large samples.

Addit~conaliy, with an increasing loss tangent, the

power penetatitor. depth becomes smaller, leading to severe

non-uniform heating and large thermal gradients characteristic

of conventional surface heating techniques [Ref. P1]. Table

VI shows the power penetration depth of various ceramics.
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Table VI: Penetration Depths For Various Materials
[Ref. B11.

Material T f at ta" 6s Do
" "C 1k a

Pyrolytic boron em 2450 3 2x10- 4  169

nitride

Calci.um titanate 25 2450 180 2-10- 3  131

Steati te 25 2450 6 2x10"3  23.9

Lime alumina 25 2450 7 6x10- 3  8.6
lilicate

Porvelain 25 2450 S 1.5X.1© 2  2.9

Barium/strontium 25 2450 2000 0.S 1.74

titanaet

Barium titanate 25 2450 79W 0.3 1.72

Hat P 500 M500 9 410- 3  0.47
aluminium nitride 700 9500 9 .SX10- 2  0.12

E. MICROWAVE APPLICATIONS

Industry has forseen the possible advantage of microwave

technologies faster processing times, uniform heating

capabilites, and improved product qualities. Microwaves are

extensively used in drying, joining, calcining, etc. (see

Table VII). A large portion of research effort has been

devoted to microwave-assisted ceramic processing such as

sintering.

F. MICROWAVE APPLICATORS

A discussion of microwave radiation is not complete

without introducing its integral interaction in a microwave

cavity. This would not be the case if the wavelength of

microwave radiation were very small, then the wave nature of

the electromagnetic field could be neglected. The wavelengths
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Table VII: MICROWAVE ENERGY APPLICATIONS IN CERAMIC
PROCESSING (Ref. B1].

Drying to accelerast the removal of moisture from green

bodies.

Slip casting to Increase the casting rate; also Includes

accelerating the drying of moulds and were.

Sol-gel to reduce the nuimber of processing steps involved In

pr ossing producing sintered body from sol-gel technology.

Calcination ito aclerate the procemea so far only supconducting

system "nd some electo-c•¢rmics appear to have been

studied.

Sinterirng a wide range of ceramic and ceramic composite systems

are currently being studied with a view to accelerating

the process (and improving economics). and to

genereting novel microstructures.

Joining to decrease time required to join ceramics and,
possibly, to allow a greater range of ceramics to be

joined. Both oxides and nonoxides are currently under

investigation.

Plasma-assIsted to use microwaves to generate plasmas to assist oxide

sintering sintering.

VD to use microwaves to decompose gaseous species which

recombine to form thin films or powders.

)ther includes proes control, clinkering of cement

applications products, heating of optical fibre preFo. , etc.

of infrared radiation used in radiant element heating are

approximately .001 cm long, and is much smaller than most

objects being heated.
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In the case of microwave heating however, the wavelength

is approximately 12 cm long, about the same range size of most

microwave ovens. Even for large sample sizes, the wave nature

of microwaves, their interactions inside oven cavities, and

their influence in ceramic samples must be considered.

Therefore scattering, diffraction, interference, and

reflection and refraction phenomena associated with the wave-

like nature of electromagnetic fields come into play (Ref.

L1].

1. Standing Wave Patterns

In the microwave cavity, incident beams and reflected

beams interact forming wave-like patterns. Incident and

reflected beams are in continuous motion, but the resulting

electric field pattern remains stationary and are referred to

as standing wave_-. Standing wave patterns occur at discrete

distances from .-eflecting surfaces. A maximum value in the

standing wave occurs when the sinusoidal interactions of both

incident and l•flected beams combine, while interactions

resulting in c-inrellations produce minimal values. This would

produce hot and cold spots in microwave cavities were it not

for mode sti1ieis to continually perturb the microwave field.

When an object is placed in the cavity, the fundamental

standing wave patterns change due to changes in the reflection

characteristics inside the cavity.
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2. Modes

Incident beams in microwave cavities produce multiple

reflections, and multiple three dimensional standing wave

patterns, or modes. Typical microwave ovens contain a mixture

of many patterns, and are referred to as multimode cavities.

By allowing the microwave energy to reflect numerous times off

the cavity walls a large number of cavity modes are excited,

and power density becomes more uniform [Ref. K31. By properly

designing the dimensions of the cavity, a fundamental standing

wave pattern can be produced, such a cavity is then single

moded.

3. Tuned Applicators

The cavity containing the material to be heated is

referred to as the applicator. Microwave applicators can be

either single or multimode, tuned or untuned. Single and

multimode cavities may both be tuned to produce a desired mode

pattern. A cavity is considered untuned when individual mode

resonances overlap to form a continuum and occurs when the

wavelength of the microwave field is relatively large with

respect to the cavity dimensions. Tuning is usually

accomplished with the aide of a sliding short circuit plunger

or variable aperture assembly which changes the dimensions of

the cavity.
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G. LIMITATIONS OF THE KITCHEN MIROWAVE OVEN

Typical commercially available microwave ovens are multi

mode, untuned applicators, of approximately 1.2 to 1.5 cu.ft.,

configured with a continuous wave, 500 - 850 watt, magnetron

operating at 2.45 GHz [Ref. Ml]. These are acceptable design

specifications for typical food processing applications, but

are extremely limiting for serious microwave thermal

processing of small low loss ceramic materials (Ref. Y1].

The field density of kitchen microwave ovens is very low,

less than 1 kw/cu.ft. The field uniformity in the microwave

cavity is also extremely low with severe field gradients

causing numerous hot spots. To improve field uniformity and

minimize the possibility of hot spot concentrations, a

motorized turntable or mode stirrer is employed. A turntable

is a platter that rotates food through the various hot spots.

The mode stirrer is usually a 45 Deg section of aluminum plate

with rounded edges, located in the microwave field and

operates like a fan to continuously perturb the microwave

field distribution.

Since the operating system is untunable, an improperly

coupled condition exists between the non-receptive ceramic

sample and the high power microwave source. The ceramic

material absorbs only a portion of the microwave power

delivered from the magnetron. The unabsorbed energy is

reflected back to the source causing overheating of the

magnetron until the thermal cut-off sensor, factory set at 140
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Deg C, is activated. Continuous operation under these

conditions could result in the degraded performance of the

magnetron, leading to permanent damage.

Neither the frequency or the power output is adjustable on

the kitchen microwave ovens. Power controls utilize a simple

on/off duty cycle timer.

The advantage of commercially available kitchen microwave

ovens is the cost. A typical kitchen microwave oven costs

under $100.

H. RESEARCH QUALITY MICROWAVE OVENS

Research quality microwave ovens are very expensive

starting at about $15,000 [Ref. GlI. They require a high

quality, high voltage D.C. power source, an externally cooled

microwave generator, a protection device that directs

reflected energy away from the source to a dummy oad (usually

water) that absorbs the microwave energy and dissipates the

heat to an external coolant.

Research quality microwave ovens are equipped to produce

high microwave field densities. Using a coupling iris and a

short circuit plunger assembly, they can be tuned for maximum

energy absorption and minimum reflected losses. The microwave

generator is equipped with a protection device to maintain un-

interrupted operations even under highly reflected power

conditions to minimize the possibility of overheating.
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IV. PREVIOUS WORK ON MICROWAVE INTERACTION AND PROCESSING
OF MATERIALS, PARTICULARLY CERAMICS

The possibility of utilizing microwave energy as a heating

source was discovered as early as the 1940's after the

development of radar for WWII. It was the utilization of the

magnetron as a pulse generator that advanced the capability of

the radar. After the war, peacetime profitable use of radar

and the maoihetron was encouraged by government and industiy.

A. HISTORICAL BACKGROUND

A lack of understanding of the fundamental nature of how

microwaves interact with matter led von Hippel and his team a.

MIT to begin investigating how oxide materials interact with

microwave radiation and how the loss characteristics of these

materials vary as a function of microwave frequency. Later,

in the 1950's Von Hippel compiled the first tabulation of

dielectric measurements for various materials; pure organic

and inorganic liquids solids and mixtures over a wide

frequency range (10 Hz -10 GHz) [Ref. Vl]. Though most of the

results were obtained at room temperature some were at higher

temperatures up to 200 degrees centigrade.

In the 1960's, interest in developing microwave energy as

an economical heating source declined until the 1970's when

the escalating cost of fossil fuels, oil and gas, promoted a
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resurgence in developing a more efficient means of heating

[Ref. B4]. However, in the 1960's Westphal and Inglesias

[Ref. Il], acquired dielectric data on high temperature solid

materials including oxides, nitrides, and silicates. While

Tinga [Ref. T4] investigated how certain oxides developed

reaction cavities and absorbed energy in a microwave field.

Ford and Pei [Ref. F2], used a multimode microwave oven with

two 800 W, 2.45 GHz magnetrons in with a mode stirrer and

studied a variety of oxides and non-oxide materials and

concluded that sample size was important for low loss

materials. Increasing sample size gave higher heating rates.

In the 1970's Stuchly and Hamid [Ref. S2], experimentally

confirmed the inverse temperature profile for a broad range of

material systems. Sutton [Ref. S6] investigated the drying

and firing of large castable alumina ceramics. Brooks [Ref.

B6] showed that rapid sintering led to improved ceramic

microstructures and high density with the development of finer

more uniform grain structure. Also, von Hippel, again at MIT,

obtained valuable information on the frequency and temperature

dependence of the dielectric properties of a large number of

ceramic material both oxides and non-oxides. Westphal [Ref.

W2], at the Air Force Materials Laboratory, obtained a more

extensive collection of data on over a thousand different

types of materials, not only ceramic but also inorganic and

organic material. They investigated the dielectric properties

not only as a function of microwave frequency but also as a
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function of temperature. The frequency range was extended to

25 GHz and temperatures up to 1000 Deg C.

In the 1980's, Meek [Refs. M4 and M5] showed significant

differences between conventional thermal processing and

microwave processing of glasses, ceramics and composites.

They observed material transport, rapid sintering, and

different microstructure for various ceramic materials heated

at 2.45 and 6 GHz. To sinter low loss ceramics at 2.45 GHz

Meek suggested the use of various susceptor materials and a

second or primary phase material which acts as a crack

inhibitor upon sintering.

In the 1980's Harmer and Brook [Ref. B6], developed a

theory which predicts that rapid sintering will result in a

finer grained microstructure. The theory applies to all rapid

sintering techniques including microwave sintering. The

theory of rapid sintering is based on the simple assumption

that both densification and grain growth are thermally

activated processes and that the activation energy for grain

growth is lower than that for densification. Kimrey [Ref. K31

demonstrated the ability to sinter large complex shaped

ceramic components due to the volumetric heating effects of

microwave energy.

In 1987, Blake and Meek [Ref. B7] investigated a second

phase which aided the coupling of a green body with incident

microwaves providing the additive aids in the coupling and

densification process is not detrimental to the properties of
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the sintered body, i.e., leaving residual glassy grain

boundary phases. Johnson [Ref. J4] reported the successful

sintering of alumina specimens at 1500-1800 Deg C and at a

rate of 2 mm/min. Sintering temperature was reached in about

10 minutes using 250 W at 2450 MHz in a rectangular cavity.

The resulting microstructure had extremely fine average grain

size (0.78 um). Brook [Ref. B61 showed that as a direct

result of rapid heating or "fast firing", (>400 Deg C/min),

alumina could be sintered to very high densities (>99%) with

grain sizes less than 1 um when conducted under optimal

conditions.

In 1988, Harrison [Ref. H2], compared the microstructure

of PZT and PLZT pellets after microwave sintering and

conventional sintering. A similar density but smaller grain

size was obtained with microwave sintering, but required only

12 minutes as opposed to 60 minutes and only 5% of the energy

needed by conventional sintering. Ho and Harker [Ref. H3],

demonstrated that as a function of temperature, the dielectric

constant depended only on the material's crystalline lattice

properties. Other factors such as microstructure and purity

are only secondary contributors, while dielectric losses, on

the other hand, are dependent on microstructure and grain

boundary properties. This explained the rise in loss tangents

for polycrystalline materials over the same single crystal

material.
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D. TWMPRATUREZ uESURMMUS

An accurate indication of instantaneous temperature

measurements without electromagnetic field interference or

microwave exposure hazards will always be of major concern.

Thermocouples have been predominantly used because of

their simplicity and accuracy. Thermocouples, however,

require electrical shielding and thermal insulation to

properly function at elevated temperatures produced in

microwave sintering. A bare thermocouple would arc severly

and possibly melt during the sintering process. Thermocouples

can be thermally insulated in a ceramic tube which is then

electrically shielded with a sheath like molybdenum.

Operating conditions of the thermocouple and sheath must be

considered to reduce the effects of oxidation and performance

degradation.

Sheath diameter influences temperature response times and

microwave field concentration effects. A smaller diameter

produces a faster response time but also a larger field

concentration leading to severe arcing. A 1/8-in, diameter

Molybdenum-sheathed type-C thermocouple produced a response

time of -30 secs without electrical discharge in an Ar-l%N,

atmosphere [Ref. Jl.

Even with electrical shielding and insulation, Tinga [Ref.

Tl], suggested utilizing brief off periods to obtain

thermocouple measurements to prevent possible microwave

interference with thermocouple temperature measurement

52



devices. Fang [Ref. FI1 noticed that microwave interference

occured at low temperatures, but once ceramic coupling

commenced, temperature readings stabilized. Initial

temperature readings were thus recorded during momentary power

supply off periods.

C. UTILIZING ADDITIVES

Meek (Ref. M41 used a variety of additives to achieve

microwave sintering. The results indicated that SiC markedly

improves the hardness of alumina and paint-grade CaO

stabilized ZrO2 . Nitrates and glycerol were shown to be very

effective sintering aids in microwave processing of alumina-

silicon carbide whiskers. Additions of small amounts of

second-phase material to common oxide materials enhanced the

densification.

Holcombe [Ref. H1] investigated the mechanical and

physical properties of microwave sintered paint grade Yittria

containing 2 wt% zirconia versus commercially available

material of similar composition. The microwave processed

material had a modulus of elasticity between 77 - 206.5 GPa as

compared to 150.5 GPa for the commercial material. The

thermal shock resistance of the microwave processed material

was superior to the commercial material. This was attributed

to the high microwave sintered material possessing

disconnected, spherical porosity while the commercial material

contained connected, non-spherical pores.
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D. SUSCZPTOR MhTZRIALS

Susceptors are materials that exhibit high losses at low

temperatures. Ferrites, zirconia, and silicon carbide have

long been recognized as extremely effective microwave energy

absorbers [Ref. SI]. For small non-receptive materials, its

advantage as a microwave coupler became apparent since the

1970's [Ref. M3].

Krage [Ref. K4] in 1981 used ferrites in a microwave-

absorbing susceptor base plate to support green magnets in

order to achieve sintering results.

Wilson and Kunz, [Ref. WI] when sintering yittria

stabilized zirconia (Y-PSZ), utilized a disc shaped suceptor

made of silicon carbide. Sintering of green bars was achieved

at 2.45 GHz. By viewing the reflections off darkened glass

during sintering, they observed that sintering initiated with

an outward bowing of the sample's edges, followed immediately

by small cracks. The center glowed and shrunk, with continual

heating. The glowing area radiated outward until the entire

sample completed sintering. Theoretical densities of 95% were

obtained in considerably less time than conventional

sintering.

Janney and Kimrey at ORNL [Ref. J2] discovered it was

difficult to produce crack free parts in a multimode microwave

furnace due to non-uniformities in the microwave field. Since

dielectric properties increased rapidly with temperature, it

produced hot spots in the parts which led to differential
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sintering and subsequent cracking. To produce crack free

sintered parts, a "picket fence" apparatus employing silicon

carbide rods to provide direct and indirect microwave heating

was used. This eliminated severe differential heating,

lowered the sintering temperature and resulted in finer grain

sizes and extremely high theoretical densities.

E. HIGHIR FREQUENCIES

Increasing frequency is an alternative to utilizing

susceptors or additives. With higher frequencies, greater

power is deposited into the sample which increases the

possibility that very low-loss materials may couple.

Increasing frequency also increases field uniformity for a

more even distribution of heating. The disadvantage of higher

frequencies is that penetration depth is decreased to the

point of app•.ciching conventional heating methods.

Kimrey and Jcnney [Ref. K2] used a 200 kW continuous wave

gyrotron oppo ,:ng at 28 GHz coupled to a large, 76 cm Dia. by

100 cm long, ur.tuned cavity to sinter large, 1000 g or more,

ceramic compcr.-nts. This resulted in greater than 98%

theoretical density over much of the sample volume.

Meek [Ref. M5] sintered high purity, submicron alumina

powders to greater than 95% theoretical density in about 6

minutes at 1700 Deg C with a 60 GHz microwave source. Even

with rapid sintering times, significant grain growth occured,

in the order of 5 gm, with pockets of incompletly densified
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material of original powder morphology observed. This

indicated that inhomogeneous coupling of the microwaves

occured and was attributable to the decreased penetration

depth associated with higher microwave frequencies.
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V. SCOPE OF THE PRESENT WORK

Based on the literature review, microwave processing

appears to be a promising technique when applied towards the

thermal processing of ceramic powders.

The purpose of this work was to investigate the

possibility of utilizing a commercially available kitchen

microwave oven for sintering ultrafine alumina powders with

and without sintering aids. Preliminary results from the

experiments conducted are reported.

A. EXPERIMENTAL APPARATUS

The experimental apparatus as shown in Figure 18, consists

of an argon cylinder, glove box, microwave oven, sample, water

bottle, and data acquisition system.

A sealed plexiglass glove box was used to contain the

microwave oven in an inert atmosphere. An inert atmosphere,

provided by the argon gas, was required to prevent oxidation

degradation of the molybdenum sheathed W/W-Re thermocouple

probe (Omega Tm, Type-C, 1/8" Dia.) and to prevent oxidation of

the graphite powder susceptor material used to surround the

sample. Containing the entire microwave oven in an inert

atmosphere and not just encapsulating the crucible and

thermocouple in a container fil2.ed with argon gas, ensured

that the crucible received unattenuated, direct exposure to
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GIOVE BOX

bottle

DATA ACQUISITON SYSTEM [

Figure 18: Schematic diagram showing the experimental
apparatus with A. mullite crucible, B.
susceptor material (carbon or alumina and
carbon), C. pellet, D. Fiberfrax• insulating
board, and E. thermocouple.

microwave radiation without the encapsulating material

absorbing some of the microwave energy, heating and possibly

melting. The glove box was also designed to permit

transferring material in and out of the inert atmosphere,

access to the microwave oven control panel, and manipulation

of the sample and surrounding insulation without disrupting

the integrity of the seal.
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The argon gas exited the glove box through a plastic 1/2"

Dia. tube submerged at a depth of 1" in a bottle filled with

water. A small flow of argon bubbling from the plastic tube

provided positive visual indication of the glove box's ability

to maintain a seal and to prevent backflow of air into the

box. When the experimental run was completed, the argon flow

was terminated, and the sample was allowed to cool to room

temperature.

The household microwave oven was a Quasar Model MQS0803W,

manufactured by Matsushita Cooking Appliance Corporation.

Behind a touch-sensitive control panel located to the right of

the microwave cavity was a 750 W continuous wave magnetron

manufactured by Panasonic Corporation. An L-configured,

rectangular-shaped, waveguide directed microwave radiation to

the bottom of the microwave cavity. The oven utilized a motor

driven mode-stirrer located at the outlet of the waveguide to

continuously perturb the microwave radiation as it entered the

microwave cavity. The mode stirrer was concealed under a

microwave transparent square base plate near the bottom of the

microwave cavity.

To allow temperature measurements without interfering with

the operation of the mode stirrer, the thermocouple was

inserted through the top of the microwave cavity. The

microwave oven was then turned upside-down to permit the

sample to rest solely on the probe tip thus, the sample

required no additional supporting material which could
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possibly absorb microwave energy and acquire elevated

temperatures, or reflect some of the microwave energy away

from the bottom of the sample.

The microwave cavity was lined with three 1" thick, layers

of FiberfraxTM insulating blanket. The remaining volume

immediately surrounding the crucible was thoroughly packed

with FiberfraxTh insulating bulk fiber. Both the insulating

blanket and bulk fiber were composed of relatively microwave

transparent material 72% alumina and 27% silica.

A cylindrical shaped, mullite, crucible 19 mm (ID), 25 mm

(OD), 26 mm high with a bottom thickness of 8 mm, was used to

contain the sample material.

Millivolt output information from the thermocouple were

obtained by a Hewlett Packard (HP) 3852A Data Acquisition

System. A HP 9153A computer system converted digitized

millivoltage information to temperatures utilizing a 5th order

polynomial (provided by the National Bureau of Standards).

B. EXPERIMENTAL PROCEDURE

1. Powdered materials and their processing

For this study, 0.05 pm (mean particle size) alumina

polishing powder (100% purity, Buehler Ltd) and 0.02 pm (mean

particle size) alumina powder (99.99% purity, Johnson Matthey

Products) were used. The particle and aggregate sizes that

comprise the 0.02 Jm powder are given in Table VIII. Scanning

electron micrographs of the original powder are shown in
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Table VIII: SIZE DESCRIPTION OF THE 0.02 pmALUMINA POWDER.

Description Volume Size (micron)

Particles 100% 0.01-0.02

Aggregates 100% <4

50% <0.05

25% <0.03

Figures 19 and 20. When compacting the 0.05 pm powder

neither sintering aid, binder material, nor lubricant were

added. The 0.05 pm alumina pellet acquired sufficient

strength without a binder addition to permit handling of the

green product.

For compacting the 0.02 p•m powder, 10 wt % CaO as a

sintering aid, 2 wt % Polyvinyl alcohol (PVA) as a binder, and

1 wt % Polyethylene glycol (PEG) as a luLricant were added.

For powder sizing and proper mixing, a ball milling device was

employed utilizing a 4" Dia. cylinder and 1/2" Dia. spherical

grinding media made of teflon to prevent contaminating the

powders. An initial attempt at dry milling the combined

materials resulted in the powder caking and thickly lining the

inside of the rotating cylinder as well as the grinding media

thus preventing a free-falling flow of materials that

encourage proper mixing and particle sizing.
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Figure 19: Scanning electron micrograph showing the
aggregates which comprise the 0.02 pm alumina
powder.

Figure 20: Scanning electron micrograph showing the 0.05
pm alumina powder.

62



Consequently, the combined materials were wet-milled with

ethyl alcohol in a ball milling device for 16 Hrs at high

speed then dried. The milling and compaction conditions for

the different samples are shown in Table IX.

Table IX: VARIATIONS IN SAMPLE PARTICLE SIZE, COMPACTION
PRESSURE, SURROUNDING MATERIAL AND COMPOSITION.

Sample Particle Compaction Surrounding Sintering Binder Lubricant
Number Size (gm) Pressure (MPa) Material Aid Addition

1 0.05 200 Graphite None None None

2 0.02 50 Graphite 10 wt% 2 wt% 1 wt%
CaO PVA PEG

3 0.02 50 Alumina 10 wt% 2 wt% 1 wt%
CaO PVA PEG

4 0.02 200 Graphite 10 wt% 2 wt% 1 wt%
CaO PVA PEG

For all samples, approximately 0.5 g of powder was

uniaxially compressed, in a simple punch and die device with

a tool steel insert, at 50 or 200 MPa using a Baldwin'

hydraulic press to produce pellets approximately 13 mm in

diameter and 3 mm thick.

2. Susceptor and relationship to alumina pellets

The bottom of a mullite crucible was filled with a

layer of susceptor material composed of graphite powder

(Asbury Graphite Inc.) which was loosely packed to a thickness

of approximately 3 mm. The pellet was placed on top of the

compacted graphite powder and additional powder was added to
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sufficiently cover all surfaces of the pellet and packed

again. A final thickness of 3 mm of graphite powder was

obtained on all sides of the pellet. Graphite powder was used

as a susceptor material because of carbon's ability to readily

couple with microwave radiation. By surrounding the alumina

pellet with graphite powder, it would by conduction raise the

pellet to temperatures in excess of 1000 Deg C, above the

critical temperature of the alumina pellet to initiate

coupling with the microwave radiation. Once coupling

commenced, the alumina pellet would readily absorb microwave

energy and rapidly heat to sintering temperatures.

Because graphite could possibly react with the sample

to produce undesirable carbon products, a layer of alumina

powder separated the pellet from the graphite powder. For

those pellets surrounded first by alumina powder and then

graphite powder, the bottom of the mullite crucible was lined

with graphite powder to a thickness of 3 mm and compacted as

before, then a layer of 0.02 p•n alumina powder was placed on

the graphite powder and also compacted to a thickness of 3 mm.

The pellet was placed on the alumina powder layer and

additional alumina powder was added to cover all sides of the

pellet, then compacted again. A thickness of approximately 3

mm of alumina powder surrounded all sides of the pellet.

Finally a layer of graphite powder was placed on top and

compacted to a thickness of approximately 3 mm. This resulted

in a sandwich composed of graphite-alumina-graphite wafers.
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The remaining volume of the crucible was capped with

a layer of FiberfraxTh insulating board until flush with the

top surface of the crucible. A 1/8" diameter spare

thermocouple probe was inserted through the fiberboard so as

to be in contact with the pellet, then removed. The crucible

was inverted, placed in the microwave oven and suspended on

the thermocouple probe (already connected to the data

acquisition system) through the pre-existing hole. Fiberfrax'M

insulating bulk fiber was thoroughly packed between the

crucible and the FiberfraxTM insulating blanket lining the rest

of the microwave cavity. The front face of the microwave

cavity was lined with additional insulating blanket and the

microwave door was closed. FiberfraxT insulating blanket was

used to protect the microwave cavity from the effects of the

elevated temperatures obtained by the sample. FiberfraxI

insulating bulk fiber was used to surround the crucible thus

reducing heat loss due to convection.

3. Operation

A sufficient flow of argon was admitted into the glove

box, to replace the existing atmosphere with argon gas. After

5 - 10 minutes of purging, the microwave oven was set to run

at high power (continuous magnetron operation) for time

settings greatly exceeding desired sintering times. Accurate

time keeping was performed by the data acquisition system.

Both data collection and microwave operation were initiated
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simultaneously. The argon flow remained throughout the

sintering operation.

When sintering times were completed, microwave

operations were terminated, the sample was quickly removed

from the microwave cavity and placed on a ceramic tile,

situated inside the glove box, and allowed to cool to room

temperature. After 5 - 10 minutes of cooling the argon gas

flow was terminated.

C. RESULTS AND DISCUSSION

For the 0.05 pim alumina powder compressed to 200 MPa and

surrounded by graphite powder (Sample #1), temperatures above

1400 Deg C were reached with an initial temperature rate of

approximately 75 Deg C/sec (Fig. 21). The maximum temperature

obtained was 1500 Deg C. In Figure 21, the sinusoidal

behavior observed after reaching the maximum temperature may

be due to the magnetron's varying performance.

The optical micrograph showed sintering localized to less

than half of the pellet surface (Fig. 22). The darkened areas

were where the graphite powder adhered to the pellet surface.

This sintered area appeared to be concave shaped and nearly

circular in area. Note the glassy portion at the bottom left

of the sintered area. Under the scanning electron microscope

at low magnification this area appeared feature-less. It was

difficult to obtain an EDX analysis of the area. Scanning

electron micrographs of various areas of the surface showed
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sintering at various stages (Figs. 23 - 25). Different

morphologies appeared to be randomly scattered throughout the

surface making it difficult to obtain a representative map of

the surface. Figure 23 showed powder particles coalescing

into aggregates about 4 pin in size during sintering. Figure

24 showed more advanced stages of sintering, while Figure 25

appears almost fully dense with surface pores becoming almost

circular. The appearance of the sample in Figure 25 suggest

that some melting may have also taken place. However, an EDX

of the sintered area and non-sintered area indicated that only

alumina was present in Sample #1, and therefore melting is

unlikely to have occured at the maximum temperature achieved.

A scanning electron micrograph of the sample interior (i.e.,

the cross-section) showed areas of partial sintering as well

as fully dense areas (Figs. 26 and 27).

The fully dense regions contained distinct circular pores

and the less dense regions exhibited high porosity. The two

regions were ad-jacent to one another, with a crack separating

them. It is cosz~ble that as the sintered region became more

dense, it contracted and pulled away from the less dense

region. Why the two widely degreed regions of densification

formed adjacent to one another instead of a gradual transition

from less dense to fully dense is not understood, but may be

due to a large thermal gradient that separated the two

regions.
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Figure 21: Temperature plot of the 0.05pm alumina powder,
compressed to 200 MPa and surrounded by
graphite powder (Sample #1).

Figure 22: Optical micrograph showing sintered and glassy
region (Sample #1).
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Figure 23: Scanning electron micrograph showing surface
morphology (Sample #1).

Figure 24: Scanning electron micrograph showing surface
morphology (Sample #1).
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Figure 25: Scanning electron micrograph showing surface
morphology (Sample #1).
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peak and subsequent valley at the end of 50 seconds may be due

to a power-off cycle in the magnetron that either occurs

normally at the end of 50 seconds or abnormally due to

magnetron ouput difficulties. The corresponding valley was

possibly due to some convection losses even with the

FiberfraxTM completely packed around the crucible. An

alternative possibility is that at approximately 1400 Deg C,

the alumina pellet couples with the microwave energy and
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acts like a heat sink absorbing a tremendous amount of energy

before sintering.

The optical micrograph showed localized sintering (Fig.

29). The surface appearance was again similar to the optical

micrograph of Sample #1 (Fig. 22) with the darkened areas due

to carbon adhering to the sintered surface.

A scanning electron micrograph of the surface near the

outer edge of the pellet showed little sintering had occured

(Fig. 30), while the center of the pellet showed indications

of sintering (Fig. 31).

A sketch of the interior portion of Sample #2 is shown in

Figure 32. Scanning electron micrographs of the left half of

the sample are shown in Figures 33, 34, and 35.

Scanning electron micrographs of the right half of the

sample are shown in Figures 36, 37, and 38. Good sintering

appears to be confined to regions in the vicinity of the

thermocouple probe and extending to the interior of the

sample. The 1/8" diameter probe may be concentrating the

microwave field at the probe tip resulting in greater power

dissipation closer to the probe.
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Figure 28: Temperature plot of the 0.02pm alumina powder,
compressed to 50 MPa and surrounded by graphite
powder (Sample #2) .
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Figure 29: Optical micrograph showing localized sintering
near the center of pellet (Sample #2).
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Figure 30: Scanning electron micrograph of the surface
near pellet outer edge showing little sintering
had occured (Sample #2).

4 IM

Figure 31 : Scanning electron micrograph of the surface
showing sintered aggregates near the center of
the pellet (Sample #2) .
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Figure 32: Sketch showing the location of represented
areas as seen under the scanning electron
microscope.

Figure 33: Scanning electron micrograph of the interior of
Sample #2, represc-tative of the area labeled
as "A" in the left alf sketch of the sample as
depicted in Figure 32.
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Figure 34: Scanning electron micrograph of the interior of
Sample #2, representative of the area labeled
as "B" in the left half sketch of the sample as
depicted in Figure 32.
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Figure 35: Scanning electron micrograph of the interior of
Sample #2, representative of the area labeled
as "C" in the left half sketch of the sample as
depicted in Figure 32.
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Figure 36: Scanning electron micrograph of the interior of
Sample #2, representative of the area labeled
as "A" in the right half sketch of the sample
as depicted in Figure 32.

Figure 37: Scanning electron micrograph of the interior of
Sample #2, representative of the area labeled
as "B" in the right half sketch of the sample
as depicted in Figure 32.
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Figure 38: Scanning electron micrograph of the interior of
Sample #2, representative of the area labeled
as "C" in the right half sketch of the sample
as depicted in Figure 32.

For the 0.02 gm powder, compressed to 50 MPa and

surrounded first by alumina powder then graphite powder

(Sample #3), temperatures were lower and remained in the range

1000 - 1200 Deg C (Fig. 39).

- For Samples #2 and #3, the curves reached a peak in 50

seconds and then dropped approximately 400 Deg C for the next

20 seconds before climbing again. This may be due to the

microwave oven having an automatic off cycle at the end of 50

seconds or an unsteady power source. Alternatively, when the

pellet reached 1400 Deg C, the alumina acted as a heat sink

and absorbed the heat energy as it initiated sintering.

Because this phenomenon occured whether the sample actually
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showed signs of sintering or not (Sample #2 and Sample #3), it

cast doubt on the heat sink arguement. This temperature curve

characteristic did not occur for Sample #1, so it may not be

a function of the microwave operation either. More

experimentation will need to be done to explain this.

The optical micrograph showed little, if any, sintering

had occurred (Fig. 40). The large glassy region shown on

Sample #1 (Fig. 22) also occured in lesser degree on Sample

#3. An EDX of the glassy area revealed nothing even when the

sample was tilted toward the beam. This glassy area may have

been excessively charging to prevent proper sampling. An EDX

of the area surrounding the glassy portion indicated that only

pure alumina was present.

A scanning electron micrograph of the surface showed very

little sintering had occured (Fig. 41). A scanning electron

micrograph of the interior also showed it to remain in a

nearly unsintered state (Fig. 42).

For Sample #3, temperatures remained in the range 1000 -

1200 Deg C. The alumina powder may have acted as a thermal

insulator to prevent the surface of the pellet from reaching

sintering temperatures. Alternatively, since the magnetron

failed immediately after this sample, temperatures may not

have been reached because the magnetron was already degraded.

The jagged peaks and valleys may indicate magnetron output

difficulties.
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Figure 39 : Temperature plot of the 0.02 pLm powder,
compressed to 50 MPa and surrounded first by
alumina powder (0.02 gm) then graphite powder
(Sample #3) .

Figure 40: Optical micrograph showing unsintered surface
(Sample #3).
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Figure 41: Scanning electron micrograph showing partial
sintering (Sample #3).
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Figure 42: Scanning electroni micrograph of the interior
(Sample #3).



For the 0.02 pgn powder, compressed to 200 MPa and

surrounded by graphite powder (Sample #4), temperatures

exceeded 1400 Deg C (Fig. 43). The abnormal temperature

behavior that occurred within the first 50 seconds of the

experimental run was due to either microwave interference with

the temperature measurement system or difficulties with

magnetron performance. It has been recorded in the literature

[Ref. Fl] that there are instances where microwave radiation

interfered with thermocouple measurements at low temperatures

until the sample reached the critical temperature and coupled

readily with the microwave field. The magnetron used in this

run was new since magnetron failure occured immediately after

Sample #3 was sintered. Though this new magnetron

(manufactured by GoldstarTM ) was a recommended and less

expensive replacement for the originally installed magnetron

(manufactured by Panasonic'), it survived only 120 seconds

when applied towards the sintering of Sample #4.

Alternatively, the thermocouple leads may have been shorted

prior to the run and the problem was corrected when the

thermocouple wire was moved.

An optical micrograph of the surface showed localized

sintering (Fig. 44). A scanning electron micrograph of the

surface showed the initial stages of sintering at the outer

edges of the sample (Fig. 45) and more advanced stages of

sintering near the center (Fig. 46). A scanning electron

micrograph of the interior showed little sintering (Fig. 47).
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Figure 43: Temperature plot of the 0.02pzr alumina powder,
compressed to 200 MPa, and surrounded b
graphite powder (Sample #4).

Figure 44: Optical micrograph showing localized sintering
(Sample t4).
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Figure 45: Scanning electron micrograph of the surface
showing initial stages of sintering
(Sample #4).1 , K IO V WD 9 M : 00 0 P: 0 2

Figure 46: Scanning electron micrograph of the surface
showing advanced stages of sintering
(Sample #4).
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(Sample #4).

Assuming that the variations in the sample and susceptor

material had 'Less significance than the electric field

strength with reg-ard to heating rate (see Equation 11),1 the

trends in t.hre grachs of Sample #Is 1, 2, and 3, may describe

the microwave f7el output as the magnetron degrades with

increasing u.r=- experimental runs. The curve of Sample #4

was an exce--t=:n since the magnetron failed during the first

operational te..t Sample #Is 1, 2 and 4 indicated signs of

sintering on the surface, while Sample #3 did not. Because

Sample #3 was surrounded by alumina powder this may have acted

as a thermal insulator preventing thermal conduction from the

graphite powder to the pellet. Possibly because of this, the

sample temperatures were very low, 1000 to 1200 Deg C, and the
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critical temperature for sintering this sample may not have

been achieved.

D. CONCLUSIONS

From the graphs it is evident that initial heating rates

were very high, on the order of 50-75 Deg C/sec. The general

shape of the temperature curves indicated high initial

temperature rates leveling off above approximately 1400 Deg

C for the sample which showed sintering. The maximum

temperature obtained by the apparatus was 1575 Deg C.

Samples which were surrounded by graphite powder achieved

temperatures exceeding 1400 Deg C, while the sample surrounded

by alumina powder then carbon graphite powder obtained lower

temperatures. It is possible that the alumina acted as a

thermal insulator to prevent heat from being conducted from

the graphite carbon powder to the alumina pellet. From the

scanning electron micrographs, it was evident that sintering

had occurred but typically in localized areas. Generally,

better sintering occurred at the sample interior than at or

near the surface.

The region of the sample near where the thermocouple probe

tip was in contact with the sample appeared to have sintered

very well. It is possible that the probe's small tip diameter

concentrated the electromagnetic field at the tip. The higher

field concentration corresponded to a higher power dissipation

in the local area.
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Only localized sintering, was observed near the region of

contact with the thermocouple probe, and parts of the interior

of the sample near its center. This may be attributed to the

graphite powder rapidly coupling with the microwave energy,

obtaining high heating rates and elevated temperature levels,

but possibly, absorbing most of the radiation itself and

permitting little of the microwave energy to pass into the

sample.

The life of the magnetron was found to be inordinately

short under the operating conditions. This may have been

caused by absorption of the microwaves occuring only over a

very small fraction of the oven cavity occupied by the

susceptor material and the sample, allowing most of the

microwaves to be reflected off the cavity walls back into the

magnetron.

E. SUGGESTIONS FOR FURTHER WORK

Further work is necessary to develop this technique into

one which allows routine sintering of ceramic powders.

A temperature feedback controller will be necessary to

control temperature heating rates, maximum and minimum

temperature limits, and temperature cooling rates.

A larger crucible to incorporate larger amounts of

susceptor material is necessary to absorb more of the

microwave energy field, thereby returning less reflected

microwave energy back to the magnetron. This will minimize
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magnetron degradation due to overheating, enhance consistent

operational performance of the device and extend its useful

life.

Another susceptor material like SiC should replace the

graphite powder. The ideal susceptor material should couple

readily with microwave energy and heat up rapidly (at least up

to 1000 Deg C) and yet allow some of the microwave radiation

to be transmitted through to reach the sample material itself,

similar to a picket fence arrangement discussed in the

literature.

An understanding of why sintering is confined to one area

of the sample must be established. A series of experiments to

determine if the location of the sample within the cavity

influences the localized sintering behavior observed.

Alternatively, the location of the temperature probe in

relation to -he sample could be varied to determine if a

higher field cncenlrtration is developed by the probe which

produces higher power dissipation in d localized area. If the

concentration cf the temperature field at the probe tip

appears to in:rease sintering efficiency, small metal ball

bearings may be kept in contact with the sample to allow field

concentration over a larger area of the sample.
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